
Lumen Output:

Wattage:

Efficacy:

CRI:

Voltage:

Operating Temperature:

Lifespan:

Dimming:

Up to 5,750  Lumens

10W-50W

Up to 115 Lumens/Watt

>83

100-277V AC

-20° to +122°F

50,000 hours

0-10v

PERFORMANCE

FEATURES
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Linear Wall Sconce 1 
Linear LED 

DIMENSIONS
Bluecolt's Linear Wall Sconce 1 fixture is designed to provide 
bi-directional, soft illumination in a variety of architectural applications.

● 4 Step Control Switch 

● Surface Mountable

● Bi-directional

MODEL DIMENSIONS

2’ 23.2” L x 3.58” W x 5.23” H

3’ 36” L x 3.58” W x 5.23” H

4’ 47” L x  3.58” x 5.23” H

5’ 57.8” L x 3.58” W x 5.23” H

PRODUCT TYPE WATTS CCT Size COLOR OPTIONS

BLLWS1
= 

Bluecolt Lighting 
Linear Wall Sconce 1

10W 
15W 
20W
40W
50W

3K = 3000K
4K = 4000K
5K = 5000K
6K = 6000K

2F = 2’
3F = 3’
4F = 4’
5F = 5’

B = Black
W = White
S =Silver 

EM = Emergency Battery Backup
PC = Pull Chain Switch 

NF = On/Off Switch 
OS = Outlet Socket 
USB = USB Socket

 Sample Item Number: BLLWS1-20W-3K-2F-B-EM

4 STEP CONTROL SWITCH


