
FEATURES

Lumen Output:

Wattage:

Efficiency:

CRI:

Voltage:

Operating Temperature:

Lifespan:

Dimming:

IP Rating:

IK Rating:

Up to 13,500  Lumens

20W-90W

Up to 160 Lumens/Watt

>80

120-277 AC; 120-347V AC

-4° to 104°F

50,000 hours

0-10V

IP65

IK08
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V7
Vapor-Proof Linear Fixture

DIMENSIONS

PERFORMANCE

Bluecolt's V7 Linear fixture features a gasketed design for dust and moisture 
protection. 

● Dust-tight and Waterproof: IP65 & IK08

● Wattage & CCT Selectable

● Polycarbonate Housing / Stainless Steel Clips

MODEL DIMENSIONS

2’ (20/25/30W) 3.1” H x 3.6” W x 23.7” L

4’ (25/35/40/50/60W) 3.1” H x 3.6” W x 47.3” L

8’ (60/75/90W) 3.1” H x 3.6” W x 94.1” L

PRODUCT TYPE WATTS CCT LENGTH MOUNTING LENS OPTIONS

BLV7
= 

Bluecolt Lighting 
V7

20W
25W
30W
35W
40W
50W
60W
75W
90W

3.5K = 3500K
4K = 4000K
5K= 5000K

2 Feet = 2F
4 Feet =4F
8 Feet = 8F

SM= Surface Mounting 
PM = Pendant Mount

CP = Clear Plastic
FP = Frosted Plastic

EM = Emergency Battery 
Backup

MS = Motion Sensor

 Sample Item Number: BLV7-50W-5K-4F-SM-CP-EM

PHOTOMETRICS


