
Lumen Output:

Wattage:

Efficacy:

CRI:

Voltage:

Operating Temperature:

Lifespan:

Dimming:

Up to 16,800  Lumens

20W-120W

Up to 140 Lumens/Watt (±10%)

>70

120-277VAC; 120-347VAC

-22° to +113°F

50,000 hours

0-10v

PERFORMANCE

FEATURES
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Wall Pack 6  
Wall Pack Fixture

Bluecolt's WP6  Wallpack fixture is designed for building exterior 
applications that require dependable lighting. It’s adjustable design 
allows for a full cut-off application. 

● UV-resistant polycarbonate Lens

● Adjustable Direction 0-90 degrees

● Single CCT or CCT Tunable

● Wet location rated IP65

DIMENSIONS

20w / 40w

60w / 80w

80w / 
100w /
120w
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Wall Pack 6  
Wall Pack Fixture

PRODUCT TYPE WATTS CCT COLOR

BLWP6
= 

Bluecolt Lighting 
Wall Pack 6 

20W 
40W
60W
80W

100W
120W

3K = 3000K
4K = 4000K
5K = 5000K

57K = 5700K
3CCT

B = Black
DB = Dark Bronze

OPTIONS

MS = Motion Sensor     PC = Photocell     HV = 120-347V

SAMPLE ITEM#   BLWP6-40W-4K-DB

LIGHT DISTRIBUTION

ORDER GUIDE


